
MOTIVE POWER 



M OT I V E  P O W E R  S E R I E S

Relied on worldwide, Rolls batteries are internationally recognized for their dependability. It’s not 
just the outstanding quality of the batteries that Rolls are so well-known for but also the continual 

advances in process, dedicated work force and unrivalled commitment to sustainability. 
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FS SERIES

With the ever increasing demand 
placed on batteries  
in today’s tough markets, reliability 
is key. Rolls 6V, 8V and 12V 
models incorporate a new plate 
design with a larger surface area 
and higher density paste, providing 
increased performance for high 
cycle applications. Powerful 
and dependable, these popular 
models provide ample power 
for floor cleaning equipment, 
golf cart, electric vehicles, traffic 
management systems & material 
handling equipment..

•	 Quicker & More Efficient 
Charging

•	 Improved Cycle Life
•	 Higher Capacity
•	 Enhanced PSOC 

Performance

Model Voltage
Capacity in Ah Terminal

Type
Dimensions (mm)

L x W x H
Weight

(Kg)@C5 @C10 @C20

ROLLS BATTERY FS RANGE: 6 VOLT

6FSGC 6 V 170Ah 189Ah 215AH DT 259 x 181 x 279 27.0

6FSGC-HC 6 V 186Ah 207Ah 235Ah DT 259 x 181 x 279 29.0

6FSGC-DIN 6 V 198Ah 220Ah 250Ah AP 244 x 191 x 269 32.0

6FS145 6 V 198Ah 220Ah 250Ah DT 259 x 181 x 290 32.0

6FS250-SC 6 V 222Ah 247Ah 281Ah DT 298 x 181 x 286 40.0

6FS305-HC 6 V 253Ah 282Ah 320Ah DT 311 x 181 x 362 44.0

6-FS-305-SC 6 V 284Ah 317Ah 360Ah DT 311 x 181 x 362 46.5

6FSL16 6 V 300Ah 338Ah 375Ah DT 318 x 181 x 425 51.0

6FSL16-HC 6 V 340Ah 383Ah 425Ah DT 318 x 181 x 425 55.5

ROLLS BATTERY FS RANGE: 8 VOLT

8FSGC 8 V 122Ah 136Ah 155Ah UTL 259 x 181 x 279 27.0

8FSGC-HC 8 V 144Ah 160Ah 182Ah UTL 259 x 181 x 279 29.5

ROLLS BATTERY FS RANGE: 12 VOLT

12FS24 12 V 69Ah 72Ah 85Ah DT 279 x 171 x 238 21.5

12FS27 12 V 85Ah 89Ah 105Ah DT 321 x 171 x 238 24.5

12FS31 12 V 98Ah 111Ah 130Ah DT 330 x 171 x 241 29.5

12FSGC-HC 12 V 122Ah 136Ah 155Ah UTL 333 x 182 x 274 37.5

12FS185-HC 12 V 166Ah 185Ah 210Ah DT 391 x 178 x 365 52.0

Product measurements & weights are calculated based on sample data. Individual specifications are subject to vary due to the manufacturing process, 
battery components & electrolyte levels.



| Motive Power 5

FS FEATURES

*  Cycle life may vary by application and is affected by frequency of cycling, operating temperature, 
depth of discharge (%DOD), adherence to manufacturer-recommended charging parameters and 
proper maintenance. 20 Hr AH (C/20) Rate.

•	 Enveloped Positive Plates

•	 Increased Liquid Reserve

•	 Greater Rigidity

•	 Greater Durability

•	 Less Maintenance

8 -FS - GC-HC

CYCLE LIFE VS. DEPTH OF DISCHARGE
FLOODED FS RANGE
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AGM-S & AGM-R

A dual-purpose sealed maintenance 
free AGM battery. This range offers 
both outstanding value  
and performance. The AGM-S  
& AGM-R product lines offer  
all of the leading design features 
associated with Absorbed Glass 
Mat (AGM) technology, offering the 
user both a lower self-discharge and 
an increased acceptance to charge 
current than conventional flooded 
wet batteries.
These batteries offer the perfect 
solution when looking to replace 
wet batteries or upgrade existing 
sealed batteries. Fitted with 
highgrade brass and lead terminals 
and featuring convenient carry 
handles. They also make use of a 
thick plate design and micro porous 
glass mat separator to deliver a high 
deep cycle rate and longer life.

Model Voltage
Capacity in Ah Terminal

Type
Dimensions (mm)

L x W x H
Weight

(Kg)@C5 @C10 @C20

ROLLS BATTERY AGM-S: 2 VOLT

S2-1275AGM 2V 945Ah 1040Ah 1150Ah F10 295 x 178 x 424 57.5

ROLLS BATTERY AGM-S: 6 VOLT

S6-275AGM 6 V 204Ah 229Ah 250Ah M8-TP08 262 x 181 x 273 34.5

S6-370AGM 6 V 274Ah 300Ah 335Ah DT 295 x 178 x 366 48.0

S6-460AGM 6 V 340Ah 374Ah 415Ah F10 295 x 178 x 424 57.0

ROLLS BATTERY AGM-S: 8 VOLT

S8-200AGM 8 V 150Ah 162Ah 170Ah DT 260 x 182 x 314 34.5

S8-230AGM 8 V 176Ah 190Ah 200Ah DT 260 x 182 x 314 38.0

ROLLS BATTERY AGM-S: 12 VOLT

S12-95AGM 12 V 70Ah 77Ah 85Ah M6-TP06 260 x 169 x 237 23.0

S12-116AGM 12 V 86Ah 95Ah 105Ah M8-TP08 307 x 169 x 237 28.5

S12-128AGM 12 V 97Ah 105Ah 115Ah M8-TP08 328 x 172 x 236 32.0

S12-160AGM 12 V 115Ah 126Ah 145Ah M8-TP08 341 x 173 x 309 44.0

S12-230AGM 12 V 172Ah 189Ah 210Ah LT 530 x 209 x 239 56.0

S12-240AGM 12 V 172Ah 193Ah 215Ah DT 381 x 178 x 371 63.5

S12-290AGM 12 V 214Ah 234Ah 260Ah LT 521 x 269 x 245 74.0

ROLLS BATTERY AGM-R: 12 VOLT

R12-80AGM 12 V 67Ah 73Ah 81Ah M6-TP08 260 x 169 x 237 23.0

R12-100AGM 12 V 82Ah 90Ah 100Ah M8-TP08 306 x 169 x 237 27.0

R12-110AGM 12 V 82Ah 90Ah 110Ah M8-TP08 328 x 172 x 220 30.0

R12-200AGM 12 V 144Ah 162Ah 200Ah F8 530 x 209 x 224 55.5

R12-260AGM 12 V 185Ah 200Ah 260Ah F8 522 x 268 x 224 73.0

Product measurements & weights are calculated based on sample data. Individual specifications are subject to vary due to the manufacturing process, battery 
components & electrolyte levels.
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AGM FEATURES

•	 Sealed construction

•	 New high-density active paste

•	 Heavy-duty thick plates

•	 ABS case and cover

•	 Superior corrosion resistance

•	 Maintenance free, spill-proof/leak-proof

•	 Self regulating pressure release valves

•	 Low self discharge rate, only 3%/month

•	 Faster recharging time

S12-240 AGM 

Terminal Connections for AGM-S & AGM-R models.

3500

CYCLE LIFE VS. DEPTH OF DISCHARGE
AGM-S & AGM-R

10 00 8 02

2500

2000

1500

1000

50 0

25 0

3000

60 40

AGM-S  
6 & 12 VOLTS

AGM-R 
12 VOLTS

Post Termina l

RO LL S AG M TE RMINAL  CONIGURATIONS

DT (Dual Terminal) M8LT (Lug Terminal)M 8 (Stud) TP08 (Brass Post)
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WARRANTY

Rolls deep cycle battery lines are 
backed with comprehensive, non-
transferable warranties that lead 
the industry in length of coverage 
against manufacture defect. We’re 
confident that our batteries will 
perform time after time, year after 
year. However, should a problem 
arise, you may be assured that 
you’re covered better than any 
other battery warranty in the 
business.

WARRANTY TERMS

BATTERY CATEGORY APPLICATION WARRANTY PERIOD

FLOODED FS RANGE & 2-VOLT INDUSTRIAL CELLS

FS RANGE 6V, 8V & 12V MOTIVE POWER 12 MONTHS / 1 YEAR

AGM

AGM-S MOTIVE POWER 12 MONTHS / 1 YEAR

AGM-R MOTIVE POWER 12 MONTHS / 1 YEAR

For full warranty terms & conditions, visit www.rolls-battery.com



| Motive Power 9

With the ever increasing demand 
placed on batteries in today’s tough 
markets, reliability is key. 

Benefits of Rolls FS Batteries:

•	 Thick Plate Design
•	 Enveloped Separators
•	 High Density of Active Material
•	 No Sediment Chamber
•	 Increased Liquid Reserve
•	 Less Maintenance
•	 Advanced NAM

TECHNOLOGY
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NOTES
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OUR CONTACT
DETAILS

Rolls Battery UK
5 Little Farm Park Road
Segensworth West, Fareham
Hampshire, PO15 5SJ
England, UK

Phone
+44 (0) 1489 570770

Fax
+44 (0) 1489 579913

Sales
sales@rolls-battery.com

Technical Service
support@rolls-battery.com



ROLLS-BATTERY.COM

EUROPEAN SALES & MARKETING: BARDEN UK LTD. BRO-MP-V9


